
 

 

 

 

 

 

 

 

 DP98V-S 

Quick Start Guide 



Packaging Contents 

SIP Intercom Installation  Accessories 

 
 

 

 

Physical Specifications 

DP98V-S Device Dimension(L*W*H): 88*173*37（mm） 

⚫ Front Panel 

 



⚫ Interface Description 

 

 

 

Name Description 

POE 
Ethernet interface: standard RJ45 interface, 10/100M adaptive, it is 

recommended to use five or five types of network cable 

12V+, 12V- Power interface: 12V/1A input 

S1-IN, S-GND To connect indoor exit button or alarm input 

NC, NO, COM To connect door lock, alarm 



⚫ Wiring Instructions 

DP98V-S only supports an external power supply to connect the electronic lock. 

NO: Normal Open, idle status of the electric lock is opened 

COM: COM1 interface 

NC: Normal Closed, idle status of the electric lock is closed 

 

External 
Power off,  

door open  

Power on,  

door open 
Connections 

√ √  

 

√  √ 

 

 

Installation 

⚫ Preparations 

（1） Check the following contents 

L-type screwdriver x 1 

RJ45 plugs x2 (1 spare) 

KA4 X30 mm screws x 5 

6×30mm expansion tube x 5 

M3* 8mm screws x 2 



（2） Tools that may be required 

L-type screwdriver 

Screwdriver (Ph2 or Ph3), hammer, RJ45 crimper 

Electric impact drill with a 6mm drill bit 

⚫ Steps 

（1）Drill four holes on the wall with a spacing of 60*60 mm for the frame installation, then 

insert a plastic expansion tube, and next use KA4*30 screws to tighten the back panel on the 

wall. 

（2）Put the front panel to the frame. With 4 X M3*8mm screws. Tighten the front panel to the 

back panel on the wall. 

 

Obtaining the device IP address 

After the device is powered on. By default, the device will get the IP address through DHCP. 

Press the dial key for ten seconds on the device panel, the intercom will voice broadcast the IP 

address. 

 

SIP Intercom Setting 

⚫ Log in the Device Web GUI 

Access the device by entering the device IP (e.g. http://172.28.4.131) through the browser, and 

the device login interface will open after logging in. The default user name of the interface is 



admin and the password is admin. 

 

⚫ Add the SIP account 

Configure the SIP account status, register name, username, password, and SIP server IP and 

port by assigning the SIP account on the server side respectively, and finally click the submit 

button. 

 

 

⚫ Set Door Access Parameters 

Click "Equipment->Access" to set door access parameters. Including open door By DTMF 

Code, Access Card (RFID card & password) and HTTP (username & password of HTTP door 

open). 



 

 

Door Open Setting 

⚫ Open Door by DTMF Code 

Click "Equipment->Access", select "Open Door by DTMF Code" to enable this function, and set 

the DTMF code for opening the door; When the intercom calls the indoor monitor, during the 

call, the indoor monitor can send DTMF code to open the door. 

 

 

⚫ Open Door By Password 

Click "Equipment->Access", select "Access Card-> password", and add the correct password to 

open the door configuration; Enter *password# on the device panel to open the door. 



 

More Details 

This document only provides instructions for quick installation and basic configuration, For 

detailed configuration and parameter explanation, please refer to the user manual or ask for 

online technical support. 

 


